
 

 

Filtermatten / filter mats        Z-Line-Filter 
 
 

 
Filtermatten-Typ 
Type of filter mat 

 
Filterklasse 
Filter class 

Mittlerer 
Abscheidegrad (Am) 
Average separation 

rate 

Mittlerer 
Wirkungsgrad (Em) 
Average efficiency 

level 

 
Partikelgröße 
particle size 

P15/150S G 2 67% - > 10 µm 

P15/350S G 3 85% - > 10 µm 

P15/500S G 4 94% - > 10 µm 

T3/290S G 4 96% - > 10 µm 

Z-Line-Filter F5 - 40 – 60% 1 – 10 µm 

 
 
 

Filtermatte / Filter mat Passend für Filterlüfter oder 
Austrittsfilter 
Suitable for filter fan or 
exhaust filter 

Größe  
in mm 

Dimensions 
in mm P15/150S P15/350S P15/500S T3/290S 

 
Z-Line 
Filter 

(IP 55) 

LV 80 65 x 65 AM 815P    - 

LV 100, GV 100 89 x 89 AM 115P - - - - 

LV 200, GV 200 112 x 112 AM 215P AM 235P AM 200P - - 

LV 250, GV 250 118 x 118 AM 0115P AM 0135P AM 01P - ZF 250 

LV 300, GV 300 171 x 171 AM 315P AM 335P AM 300P AM 300T ZF 300 

LV 4xx, LV 5xx, GV 400/500 216 x 216 AM 415P AM 435P AM 400P AM 400T ZF 400/500 

LV 6XX, LV 700, LV 800, 
GV 600/700 

283 x 283 AM 715P AM 735P AM 700P AM 700T ZF 600/700 

FR 102 142 x 124 - - AM 10P - - 

LS 10, LG 10 118 x 118 - AM 0135P AM 01P AM 01T - 

LS 0, LG 11 226 x 226 - AM 1135P AM 11P AM 11T - 

LS 1, LS 2, LG 12, DE 400 326 x 226 - AM 1235P AM 12P AM 12T - 

LS 25K, LG 25K 244 x 244 - AM 2535P AM 25P AM 25T - 

LS 3, LG 13 330 x 330 - AM 1335P AM 13P AM 13T - 
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Dichtungen / gaskets 
 
Material / material: Polyethylen / polyethylene   
Farbe / colour:       Anthrazit grau / anthracite grey 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Type / type Passend für Filterlüfter oder 
Austrittsfilter 
Suitable for filter fan or exhaust filter 

D 80 LV 80, LV 85, GV 80 

D 100 LV 100, GV 100 

D 200 LV 200, GV 200 

D 250 LV 250, GV 250 

D 300 LV 300, GV 300 

D 400 LV 4xx, LV 5xx, GV 400/500 

D 700 LV 600, LV 700, LV 800, GV 600/700 

D 10 LS 10, LG 10 

D 11 LS 0, LG 11 

D 12 LS 1, LS 2, LG 12 

D 25 LS 25K, LG 25K 

D 13 LS 3, LG 13 
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